
Hanse 341
Sold

Dimensions:
10.35 m x 3.4 m x 1.85 m

Year of construction:
2004

Material:
GRP (polyester)

Main engine:
Yanmar 2GM20FC

Category:
Sailing Yacht

Berth:
Netherlands

The modern yachtbroker

SOLD

Yacht broker 
 +31 (0)88-2502500

 info@esailing.nl

tel:0031882502500
mailto:info@esailing.nl


Hanse 341

This Hanse 341 is from the first owner and is very neat. The ship is well equipped and well maintained. The ship
has sailed with love and is ready to sail again. The Hanse 341 is characterized by its spacious cockpit covered
with teak, the beautiful interior with high gloss lacquered mahogany in combination with modern white. On the
port side there are 2 comfortable seats with a table / card table in between. The point and the aft cabin are
spacious. Are you looking for a neat and well-equipped Hanse 341? Then be sure to check out this ship. The
VAT is demonstrably paid.

General: 

Name ship Pierewaai, Hanse 341, length 10.35 m, width 3.40 m, draught 1.85 m, year of construction 2004,
construction number DE-YZG34209C404, builder Hanse Yachtbau, designer J&J design, round bilge, fin keel,
polyester, water displacement 5,400 kg, ballast 1.800 kg, underwater hull completely smoothened and painted
in 5 layers Gelshield epoxy in 2015, tiller steering, anchor with 50 meter chain, Lofrans manual anchor winch,
integrated bathing platform, stainless steel bathing ladder, lifebuoy, manual bilge pump and automatic bilge
pump, perspex windows, interior panelling mahogany with modern white, 5 berths, 2 cabins, headroom salon
1.93 m, bed length fore cabin 2.03 m, bed length salon bench starboard 1.96 m, bed length aft cabin 1.96 m,
Lagoon cockpit table, life raft 6 persons (must be re-examined)

Motor: 

Engine type Yanmar 2GM20FC, 18 hp, construction number E13004, year of manufacture 2004, diesel,
consumption approx. 1.5 liter/hour, saildrive, saildrive cuff replaced 2015, indirect cooling, 2 blade Gori folding
propellor, stainless steel fuel tank 68 liters, rev counter, hour counter display does not give a reading estimated
approx. 1.200 hours, signal for oil pressure and temperature, fuel level meter.

Rigging: 

Clearance height 16.00 m, top rigged, mainsail 2004 completely battened, Selftacking jib 2014 on furling
system, gennaker with hose, stainless steel rigging, sprayhood, mainsail cover and furling jib cover, winter
tarpaulin for standing mast, 4 times Harken ST40 winches and 2 times Harken ST16 winches.

Navigation and equipment: 

1x starter battery 60 Ah, 2x light battery 102 Ah, 12 Volt, shore power connection with earth leakage switch,
Sterling battery charger 40 Ah, 2 times Contest Plastimo compass, Simrad IS15 depth and log, Simrad IS15
windset, Furuno GP-32 GPS, Furuno NX300 navtex, can also be used as a GPS repeater, Navman 7100 radio
with DSC, Simrad outdoor speaker, Standard Horizon HX270 handheld radio, JRC 1000 radar, Raymarine
ST6002 Smartpilot autopilot, JVC radio/CD player, Finnlux LCD TV, navigation lights.

Gas and water: 

Plastic water tank 200 liters, electric water pressure system, boiler (220V + motor), outdoor shower with cold
water, indoor shower with hot and cold water, Jabsco underwater toilet, waste water tank 10 liters stainless
steel, refrigerator, 2-burner stove (gas), oven, gas bun, Webasto hot air heating on diesel.

Disclaimer: 

Information is provided to the best of our knowledge and belief, however yacht brokerage eSailing is not liable
for the quality and/or description of the vessel.
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Basic data

Reference number 162827

Category Sailing Yacht

Brand Hanse

Model 341

The WIN (Watercraft Identification Number) DE-YZG34209G404

Ship's name Pierewaai

Country Netherlands

Boat type Sailboat

Year of construction 2004

Hull material GRP (polyester)

Motorization summary Yanmar 2GM20FC

Broker yacht URL https://esailing.nl/

Length 1035 centimetres

Width 340 centimetres

Draught 185 centimetres
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